GOP @

(German Offgrid Power

Solar Module e

German Offgrid Power-Module PV-System: Mono and poly 5 - 140 Wp

GOP brand modules are a perfect combination of German engineering, highly qualified, cost-effective production,
the use of selected components and a careful quality assurance.

» Powerful solar modules Offgrid

» Especially for an off-grid power

» Superb price-performance ratio

» For stand-alone applications in the professional field, eg in traffic for street lighting,

+ signage, parking ticket machines and similar applications

» For isolated applications in the leisure industry, eg for lighting, refrigeration
and media

* in holiday parks and apartment buildings, mobile PV systems in
campers and boats,

» for Solar pumping and irrigation systems etc.

« IP65

+ 2 year product guarantee

+ 10 year warranty on 90% of the nominal power

+ 25 year warranty on 80% of the nominal power

* Power tolerance: +/- 3%

Technische Daten Specifications

Bezeichnung Abmessungen Gewicht Nennleistung Nennspannung Nennstrom  Leerlaufspannung  Kurzschlussstrom
Type Dimensions Weight Max Power Max Power Max Power Open Circuit Short Circuit
(Pmax) Voltage (Umpp) Current (Impp) Voltage (Uoc) Current (Isc)
36-zellige Solarmodule mm Kg Wp \ A Vv A
GOP-J-M5Wp* mono 293 x212x 35 1,2 5 17,82 0,29 21,5 0,32
GOP-J-M10Wp* mono 353 x293x 35 15 10 17,82 0,57 21,5 0,63
GOP-J-M20Wp* mono 652 x287x 35 3,0 20 17,82 1,14 21,6 1,27
GOP-J-P50Wp* poly 665 x535x 35 55 50 17,40 2,87 22,0 3,16
GOP-J-M100Wp* mono 1194 x542x 35 7,8 100 19,10 5,23 22,7 5,56
GOP-J-P140Wp*  poly 1482 x676x 35 11,5 140 18,10 7,73 22,2 8,31

Maximum system voltage: 800 V DC
Temperature coefficient : monocrystalline modules : Pmax -0,49%/°C, Uoc -0,35%/°C, Isc 0,05%/°C; polycrystalline Module: Pmax -0,45%/°C, Uoc -0,32%/°C, Isc 0,05%/°C

Specifications STC : irradiation 1000 W/mz, Module temperature 25 ° C , the air mass AM 1,5

*Available from stock
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