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= Specifications 3 24
; , ¥
Dimensions.............. 1640mmx992mmx50mm 5 Pl
Weight................... 20.5kg g o N
BERMIB s cavssrssanisnss Aluminium hollow-chamber frame SIS
on each side ii—
Glass..................... Low-iron toughened glass Y8 3
Colls: Ll i 60 pcs monocrystalline Si-cells I
(156 x156 mm)
Cell Embedding ......... EVA ! | L
Back—!‘oil ................. TPT/TPE/BBF ’
JunctionBox ............ With Tuv certified
i 1 R R SOU 4 mm?solar-cabel 2 x 900 mm
Temperature-Range .... - 40°C ... + 85°C
Certificates .............. |IEC61215 Edition 2, Safety-class I,
IEC61730
Power-Guarantee . ... .. 12 Years 90%, 30Years 80%
= Clectrical Characteristics
Type ESPSC ESPSC ESPSC ESPSC ESPSC ESPSC ESPSC
210 215 220 225 230 235 240
Power-Class C210W  215W  220W  225W  230W  235W  240W
Max. Power Voltage (Up,o) at STC™™ 289V 292V 295V  20.8V 304V 303V 30.5V
Max. Power Current llmml at STC C727TA  7.33A 746A  T7.55A  7.64A 7.75A 7.86A
Open Circuit Voltage (U,;) at STC 344v 347V 351V 35.5V 35.8V 36V 36.2V
Short Circuit Current (Ig;) at STC ~785A 7.95A 8.05A 8.15A - 8.25A 8.37A  848A
Max. System Voltage | 1000v/DC
* MPP:Maximum Power Point Temperature-Coefficient I 2.61mA/°C
#* STC(Standard Test Conditions): Temperature-Coefficient U, -164.11mV/°C
1000W/m2,25°C,AM 1.5 . . - o
#+x Normal Operating Cell Temperature Tempe:::ure Coefficient Pmpp 1SNEG
NOCT i 45°C
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