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TYPICAL ELECTRICAL CHARACTERISTICS
Product Guarantee:

Type JS 260P 270P 280P 290P 300P *9 years WorkmanShlp warrantee.
TR— Pmw) 260 270 280 200 300 * Guarantee the efficiency of 90% in the first 12 years.
\
Power Tolerance. | (%) i3 +3 43 +3 3 * Guarantee the efficiency of 80% in the first 25 years. \
Max-PowerVoltage  Vm(v)  35.00 —_— _— T I * Option for guarantee extension from 5 to 10 years.
Max-Power Current  Im(A) 7.43 7.63 7.83 8.03 8.23
Open-Circuit Volta Voc(V 43.80 43.90 44.00 44,10 44.20 e
pen-Circuit Voltage ~ Voc(V) 451% Characteristics
Short- Circuit Current  Isc(A 8.35 8.42 8.56 8.64 8.72
reuit Cu i) 300W4E {4 1- V4514 # 2 EModule IV Graph 300W
Max-System Voltage (VDC) 1000 1000 1000 1000 1000
. 300
CellEfficiency  nc(%) 14.84%  1542%  16.00%  16.59%  17.19% 0 P
Module Efficiency  nm(%) 13.40% 13.92% 14.45% 14.98% 15.52Y% 8 S
72pcs.Poly-  72pcs.Poly-  72pcsPoly-  72pes.Poly-  72pcs.Poly- <s 180 O
NumBer.ype a"dl Cystalie  Crystaline  Crystaline  Crystaline  Crystaline =1 2
e e Silicon(®*12) Siicon(6*12) Slicon(6*12)  Silicon(612)  Silicon(6*12) O 120 ,Eé
=1
Cell Size mm  156'156 156156 156*156  156*156  156*156 O, &
( square) ( square) ( square) ( square) ( square)
Max.Series Fuse (A) 15 15 15 15 15 0 530
Pm Temperature Coeficient ~ (%/C)  -0.45 -0.45 -0.45 -0.45 -0.45 Voltage(V
JS 260~300P72-24V o s
,' Pol paml Isc Temperature Coefficient  (%/C) 0.05 0.05 0.05 0.05 0.05 — STCIVdate — BOOWRT/IV date 600WImV date — STCIVdate — B0OW/M’PV date — BODW/M'PV date
:-..- | .'“.-.-..-. N
y Voc Temperature Coeficent ~ (%/C)  -0.37 -0.37 -0.37 -0.37 -0.37
NOCT-Nominal Operating
(C) 48+2 48+2 48+2 48+2 4642
Cell Temperature 992 942 HoKAL
Operating 3. . rainage holes 5
temperature () 60 Toralh | INNEEIEEIE I o L)
Max.wind/Max.snow load  (Pa) 2.4k/5.4k 2| Juncfion Box
8-9x14
=
MECHANICAL CHARACTERISTICS I
Dimension A*B*C(mm) 1956*992*50 5 Negative'" Positive"+" 15
Weight(kg) 23.5 al ]l fa "
No.of Drilling Holes IN Frame 8 1
g a5 |
Glass, Type and Thickness High Transmission,Low Iron, Tempered Glass 3.2mm 4 Ah
Far !
Cable length(mm) 900 S =
Type of connector MC4 Compatible Type IV
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