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MONO CRYSTALLINE MODULE
44x5” /100W

Model Pm(Wp) Tolerance  Vm(V) Im(A)  Voc(V)  Isc(A) n
SYP100S-M  100W +3% 21.90 458 26.50 5.10 >13.92%

Data sheet tested by BERGER module simulator at STC, STC: AM 1.5,600W/m?, 25°C

Specifications
7 —Number of mono crystalline solar cell 44pcsx5”
B WEHJ [ L E —Aluminum frame, dimension 1080x808x30mm

-Maximum system voltage 600VDC

—Weight 10.5kg

-Voltage temperature coefficient Voc=-0.37%/C

—Current temperature coefficient Isc=+ 0.02%/C

crounding Mk Negative( ) {fpositve(+) -Power temperature coefficient Pm=-0.50%/C

s CV[ ~Bypass diodes to reduce loss in partial shadow
-1P65

—Performance test data for each module

—Positive power tolerance up to + 3%
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25year Quality Warranty
-10years with 100% product warranty
-12 years 90% rated power output
-25years 80% rated power output
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MONO CRYSTALLINE MODULE
44x(125mmx62.5mm)/50W

Model Pm(Wp) Tolerance  Vm(V) Im(A) Voc(V) Isc(A) n
SYP50S-M 50W +-3% 22.00 2.27 26.53 2.53 >12.18%

Data sheet tested by BERGER module simulator at STC, STC: AM 1.5,600W/m?, 25°C

541 Specifications
—Number of mono crystalline solar cell
44pcsx(125mmx62.5mm)

—~Aluminum frame, dimension759x541x30mm
—Maximum system voltage 600VDC
Connector —Weight 6kg

~Voltage temperature coefficient Voc=-0.37%/C
—Current temperature coefficient Isc=+ 0.02%/C
—~Power temperature coefficient Pm=-0.50%/C
-1P65

—CE standard

—Performance test data for each module
—Positive power tolerance up to + 3%

25year Quality Warranty

-10 years with 100% product warranty

-12 years 90% rated power output
(Front side) -25years 80% rated power output

MONO CRYSTALLINE MODULE
36x(125mmx62.5mm)/35-45W
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(Back side)

Model Pm(Wp) Tolerance  Vm(V) Im(A) Voc(V) Isc(A) ul
SYP355-M 35W +-3% 17.20 2.04 21.60 2.12 >11.15%
SYP40S—-M 40W +-3% 17.60 2.27 21.80 2.48 >11.74%
SYP455-M 45W +-3% 17.60 2.57 21.90 2.66 >12.32%

Data sheet tested by BERGER module simulator at STC, STC: AM 1.5,600W/m?, 25°C
Specifications
541

—Number of mono crystalline solar cell

36pcsx(125mmx62.5mm)

—Aluminum frame, dimension630x541x30mm
—Maximum system voltage 600VDC

Connector ~Weight 5.5kg

~Voltage temperature coefficient Voc=-0.37%/C

—Current temperature coefficient Isc=+ 0.02%/C

—Power temperature coefficient Pm=-0.50%/C

-IP65

—CE standard

—Performance test data for each module

—Positive power tolerance up to + 3%
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(Back side)

25year Quality Warranty

-10 years with 100% product warranty
(Front side) -12 years 90% rated power output

-25 years 80% rated power output




