SEGM6-72 (275w-300w)  MONO CRYSTALLINE MODULE

TEMPERATURE COEFFICIENTS

NOCT 45 +/-2°C

Voltage temperature coefficient(Voc) -0.37%) (

Current temperature coefficient{lsc)
Power temperature coefficient(Pmpp) -0.44% /°C

Mirnimum power tolerance 0 +3%

NOCT:Nominal Cperating cell Temperature:-40°C to + 85°C

MECHANICAL DATA

Solar Cell 72 Mono-crystalline 156 156mm
Front Glass 4.0mm temperad

Junction Box PES rated

Output Cables 000mm length cable/compliakle with MC IV connectors
Frame Anadized aluminium

Weight 27Kg

Dimension 1958 » 1000 = 50mm

WARRANTY AND CERTIFICATIONS

Warryanty 10 years workmanship, 12 years 90%, 2t
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Certification ECE1215, Safety tested [ECE1730,

ELECTRICAL DATA

Norminal peak power(Wp)

Wp

MNominal voltage(Ymp) 35.9V  36.0V
MNominal current{imp) TE8A  T.7BA TBEOA  BOMA 813A  824A
Open circuit voltage(Voc) 446V 448V 449V 45.0V 451V 452V
Short circuit current(lsc) B.22A  B33A  B.4B6A B.594A  BT2A  B.B5A
Module efficiency 141% 14.3% 146% 149% 151% 5.4%
Operating Temperatre -40 to+B5°C

Maximum System Voltage 1000V DC
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STC:1000W/ms2, 25°C, AM

AW 0.5
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SEG PV CO., LTD Office Address: Zhangjiagang Economic Development Zone, Jiangsu China.

Tel: 0086-512-58262253 Fax: 0086-512-58992209 Email: infoi@segpv.com Hittp: www.segpv.com



