
TG SOLAR SYSTEMS LTD.
46/50, Standard Road, Park Royal, London NW10 6EU

Tel: +44 (0) 208 965 1030   Fax: +44 (0) 208 965 8456
Email: info@tgsolarsystems.com

Design and specification are subject to change without notice

Output tolerance of PV parameters : modules with wattage below 200W = ±5%; 200 and above

Warranty : 2 years against manufacturing defects; 90% of rated power output for 10 Years; 80% of rated power output for 25 Years.

Cell Size 156mm x 156mm
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IEC/EN 61730
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TG Solar Systems Mono Crystalline Module specifications



Design and specification are subject to change without notice

Output tolerance of PV parameters : modules with wattage below 200W = ±5%; 200 and above

Warranty : 2 years against manufacturing defects; 90% of rated power output for 10 Years; 80% of rated power output for 25 Years.

Cell Size 156mm x 156mm

TG SOLAR SYSTEMS LTD.
46/50, Standard Road, Park Royal, London NW10 6EU

Tel: +44 (0) 208 965 1030   Fax: +44 (0) 208 965 8456
Email: info@tgsolarsystems.com
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TG Solar Systems Mono Crystalline Module specifications

Dimension

(mm)

 

Weight

(Kg)

Connector
Type

Temp Co-eff
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MC3 type

MC3 type
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MC3 type28 -0.36 0.1 -0.5  47±2

-0.36 0.1 -0.5  47±2

-0.36 0.1 -0.5  47±2

-0.36 0.1 -0.5  47±2

-0.36 0.1 -0.5  47±2
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