BB SOLAR-TILE.co.uk

Guaranteed Performance™®

1 OYears
1 OYears Warranty
2 5Years Warranty

Power tolerance (-1-3%) to ensure the high
reliability of power output

Meodules certified by TUV to with stand high
level of wind loads (2400 Pa) and snow

loads(5400 Pa)

Special PV Module Insurances by world leading
insurance company guarantees the benefit of PV

investors and PV module users

@ Junction box and bypass diodes guarantee the
modules free of overheating and“hot spot effect”

TypicAL ELECTRICAL CHARACTERISTICS

UoMm Solar-Tile 250 Solar-Tile 190
MCS Serial Number CHN96M-B CHN195-72M-B
Rated Maximum Power — Pmax WP 250 195
Power Tolerance % -1-3 3
Maximum Power Voltage — Vmp Vv 48.60 38.60
Maximum Power Current — Imp A 5.14 5.05
Open Circuit Voltage - Voc Vv 58.10 44.80
Short Circuit Current - Isc A 5.51 5.72
Maximum System Voltage - VDC Vv 1000
Encapsulated Solar Cell Efficiency - nc % 17.52 18.22
Module Efficiency - nm % 14.17 14.40
Solar Cell and Configuration 96 cells (125 x 125mm) in an 72 cells (125 x 125mm) in a 6x12

8x12 matrix connected in series matrix connected in series

Solar Cell Technology and Size mm Mono Crystalline 125 x 125
Cable Type/Diameter 4mm? (12 AWG), TUV certified
Type of Connector MC4
Bypass Diodes - Type Schottky
Maximum Series Fuse Rating A 10
Temperature coefficient of Power % / °C -0.5
Temperature coefficient of Voc % / °C -0.35
Temperature coefficient of Isc %/ °C 0.06
Nominal Operating Cell Temperature NOCT °C 45°C + 2°C
Standard Test Conditions STC: 1000W/m?, spectrum AM 1.5 and cell temperature 25°C
Operating Temperature *C -40to + 85°C
Dimensions (length/width/thickness) mm 1616 x 1092 x 25.5 | 1616 x 838 x 25.5
Cable Length mm 900
Weight kg 23 | 17.6

Construction

Superstrate: High transmission 3.2mm tempered low iron glass;
Substrate: White backsheet; Encapsulant: Fast Cure EVA

Frame

Clear anodized aluminium alloy type 6063T5; Colour - black




I-V Curves of different Irradiances
Power voltage cerrent curve at different temperature
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